





STEP 6 — CLICK “NEXT” STEP 8
¢ Click “Finish” when install is complete

Welcome to the InstallShield Wizard for Wifi
Sensor Utility

The InstallShield(R) Wizard will install Wifi Sensor Utiity on your
computer. To continue, dick Next.

WARNING: This program is protected by copyright law and
internabonal treabes.

Cancel

STEP 7 - LICENSE STEP 9 — OPEN POINTVIEW™
* Agree to the License Terms and Conditions and * Open PointView™ Sensor Utility from the start menu
click next
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STEP 10 — CONNECT USB CABLE TO COMPUTER

**Important: WiFi Sensor Utility download
from Step 4 must be complete prior to
connecting USB cable.

VM Series Sealed Series Wallmount Series

STEP 12 = TURN SENSOR ON - see illustrations in step 13

STEP 13 — CONNECT USB CABLE TO WiFi SENSOR

=

VM Series Sealéd Series Wallmount Series
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STEP 14
* Ensure you have internet access and the sensor is within range of your WiFi network.
e Click Next.

The PointView Sensor Utllity Wizard will set up, register and test your sensor with the
PointView application.

In order to use the Wizard you must have the following:

1) Your PC must have access to the Internet.

2) Your sensor must be within range of a Wifi network with access to the internet.
3) You must have ceated an account on PointView.

http: //fpointview. pointsix.com flogin.a 5w

>> The Wizard will now identify your sensor. Please turn the sensor
on, wait 5 seconds and connect the sensor to the USB Programming
Cable and diick Next.

[ onext > | Bat |

STEP 15
¢ Sensor Parameters are retrieved

The PontView Sensor Utlity Wizard wil set up, regster and test your sensor with the

Fhmeen# lmes s s an

P Retieve
Find Network
Set Up Sensor
Regster Sensor
Final Test...
[ | P o |
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STEP 16
¢ Check box “Have the Wizard scan for available networks”

¢ Click Next

The Wizard needs to know how to connect to the Wifi network.

Network Search Options

(¢ Have the Wizard scan for available networks

" Iknow the SSID and security settings for the Wifi network.
¢ Retrieve

" Use the SSID, security, password and all other parameters already set in the sensor
5 Find Network

Set Up Sensor
Register Sensor >> Chck Next to have the Wizard scan for available networks.

Final Test...

Serial Number: 0850A4E1 Type: Dual Temperature

< Back Next >

PointView™ will search available networks

The Wizard needs to know how to comnect to the Wifi network.

Set Up Sensor
Register Sensor
Final Test...

Serial Number: 08SOA<E1L Type: Dual Temperature
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STEP 17
* Select your preferred network

* Click OK

Availsble

To select network, select row and then dick OK.

BAbrookvilie

staffmanagement 88:75:56:14:83:50 11 WPA2-PSK -59
|
Cancel Help
e | — | — —
STEP 18 STEP 19

* Enter the network password, then click Next
* The Sensor will update and register

v Retrieve
¢ Fnd Network

B> SetUp Sensor

Register Sensor
Final Test...

The Wizard will next set up your ¢
— Sensor Setup Options ————

SSiD: E
Authenticaton Type: | WA

Password: [_

>> Click Next to update t

Serial Number: 08S0A<4E1
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¢ Disconnect the USB from the sensor
e After 10 seconds click next

=
The Wizard wil now test to see if the
Plezse do the folowng:
1) Disconnect the USS Programming
2) Wait 10 seconds.
] 3) Press Next >" on the Final Test
v Retrieve 4) Press the service button on the ¢
7 5) If the Wizard does not indicate a
Find Network service button on the sensor agai
v SetUp Sensar
¢ Regster Sensor >> Click Next to test if the s
B¥ Final Test... £,
Serial Number: 0850A4E1




STEP 20
* Press the button on the sensor to register

VM Series Sealed Series Wallmount Series

STEP 21

* Login to the PointView™ website at pointview.pointsix.com

* Sensors are now live and ready for your application

* To name your sensor and change sensor parameters, click “Manage Sensors” from the menu and select your sensor.

View Sensors  View Data Reports + Manage Account = Manage Sensors = Help Logout

Select Group Main Buffalos

Sensor Name - - Channel Name Value Unit Age - - Status -
Buffalos Cooler Drawer Temperature 391 °F 5.3 Mins v
Buffalos Freezer Temperature 193 °F 7.9 Mins v
Buffalos ° .

Termp Mumidity Temperature 73.24 F 10.8 Mins J
Humidity 71.9 %RH
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